Tyvex Supro breather membrane
& eaves carrier.

100x50mm  timber
wall plate.

50x25mm framework
to support soffit.

Half round black gutter \
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450

PLINTH

00 _opc

Al blockwork below DPC to be
7N/mm concrete to foundation mix:
ST2 slump class S4.

Foundations to be 550mm below
any visible root growth.

Attic Trusses at nominal 600mm centres to be
designed by specialist manufacturer and fitted
in accordance with their recommendations.

57.5

400mm insulation quilt in 2no. layers —
200mm insulation between joists &
200mm laid across joists at right angles.
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TIMBER STAIRCASE:

GROUND — FIRST FLOOR

RISERS 13 UP

RISE = 208mm

GOING = 232mm

TOTAL RISE = 2713mm
OVERALL STRING DIMENSION
OF FLIGHT = 990mm.

Beam over to Structural
Engineers design.

LANDING

/

/

90mm Kingspan Kooltherm K7 insulation
between 190mm deep rafters with 50mm
min. air gap. 82.5mm Kingspan K18

insulated plasterboard fixed to underside with

plaster skim finish.

FOUNDATIONS TO STRUCTURAL ENGINEERS DETAILS

Beam over to Structural
Engineers design.
B ED R OO M 4_ Tyvex Supro breather membrane
& eaves carrier.
100x50mm timber wall plate
50x25mm framework to
support soffit.
Half round black gutter
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N 3 2| —— 25x150mm uPVC fascia
uPVC soffit board &
250 12mm Masterboard
as cavity closer.
Code 4 lead stepped
S — cavity tray.
B (] (] T+ uPVC bargeboard
\ Code 4 lead flashing
% dressed over top tile
First Floor Construction: 7 by 150mm.
Timber floor joists @ 600mm centres on joist |t 25x38mm vertical treated
hangers with 22mm T&G chipboard decking over, % sw battens over 38x38mm
200mm sound insulation betwwen joists and sw counterbattens at max
15mm plasterboard fixed to underside. 600mm c/c.
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round Floor Construction:
70mm screed incorporating chicken wire mesh
gn 100mmm Celotex Tuff—-R GA3100Z flooring Rev Date
grade insulgtion on continuous 1200g polythene
OPM on precast concrete beam and block floor.
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