
BALL STOP NETTING

The netting is constructed from polyethylene and able to withstand high impact, whilst not interfering with the look of 

the sports court, with high visibility through the netting allows light to penetrate and prevents the creation of shading. 

This product is ideal for perimeter cricket and golf boundary netting.

Edge Finishing

Band Finishing String Finishing
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Mesh Specifications

 • 1.8mm black polyethylene knotless

 • Mesh: 28 x 28mm

 • Additive carbon black powder

 • 2.5mm polyethylene knotless

 • Mesh: 25 x 25mm

 • Available in green or black

 • 1.8mm polyethylene knotless

 • Mesh: 50 x 50mm

 • 2.5mm polyethylene knotless

 • Mesh: 45 x 45mm

 • Available in green or black

 • 2.5mm polyethylene knotless

 • Mesh: 100 x 100mm

 • 2.5mm polyethylene knotless

 • Mesh: 145 x 145mm

 • 2.5mm polyethylene knotted

 • Mesh: 45 x 45mm

 • Available in green or black

 • 2.8mm polyethylene knotted

 • Mesh: 100 x 100mm

 • 2.8mm polyethylene knotted

 • Mesh: 125 x 125mm



 • 3mm polyethylene knotted

 • Mesh: 100 x 100mm

 • 3mm polyethylene knotted

 • Mesh: 125 x 125mm

 • 4.5mm polyethylene knotted

 • Mesh: 100 x 100mm

 • 4.5mm polyethylene knotted

 • Mesh: 45 x 45mm

CONTACT                                        

T: 0800 41 43 43

E: security@jacksons-fencing.co.uk

W: www.jacksons-fencing.co.uk


