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R04 R05

R06

New satellite
dish (TBC)

Prepare & repaint
external stair and
'reglaze' the canopy
structural frame with
new plastic cover

Local repairs to
slate tiles of roof
and side walls
where necessary

Repair / replace felt
in poor condition,
Allow for full wing
replacement of felt.

ElectricsBoiler

Lift plant
9.5m²

Chiller

Corrosion protection
to steel columns/
repairs to SE spec.
Prepare and repaint
all steelwork

Replace roof cowls /
drainage pipes
where necessary

New door, repair &
repaint timber panels

Indicative Mansafe system location
to roof for maintenance

PLANT
ROOM
23.4m²

PLANT
ROOM
35.6m²

Existing pitched
windows to be
refurbished.
L10/230a&b

Existing pitched
windows to be

refurbished.
L10/230a&b

NOTE: See spec. B10 for full
details of works in roof

Circulation
5.1m²

Circulation
9m²

Lobby
1m²

Existing roof
balustrade

Zone for clipping
onto mansafe
system (within
balustrade area)

All breather vents
to be removed and
asphalt roofing to
be repaired
J31/130

0m

5m1m

2m

3m

4m

1:100 Scale Bar 10m

KEY
New partitions, spec. K10/115

New Taser room wall, spec. K10/120

New blockwork partition

New doors, spec. L10/L20

New glass, spec. L10

New sanitary, spec. N13

New fixed furniture, spec. N10

Additional layer of Plasterboard with

acoustic lining above dado

     Security access Control

Automatic Powered Doors

New Door numbers
Room Number
Riser Hatch number

S
 

D039

001

D039

A

     Area of felt roofing. J31

Area of asphalt roofing. J31/130

Notes:
1. This drawing is based on survey

information by Global Surveys. Measured
Building Survey. Dated Dec 2017. Provided
by Hertfordshire Constabulary Nov 2021

2. Existing vertical timber trims along walls
and wall paper in core to be stripped.

3. Infill openings above doors  (all around
core)

4. New partitions constructed off raised floors
with cavity barriers below but all extend
through suspended ceilings.

5. Refix existing timber stair edgings at all
levels and replace where missing to match
existing

Higher level flat roof not
accessible or surveyed.
Allow for slate repairs and
replacing roof covering if
necessary
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DESCRIPTION

L&L

REV

VGA PROJECT NUMBER

7664

WPS-VGA-

Written dimensions to be taken. Do not scale off the drawings. Any discrepancies written or
scaled should be brought to the attention of the architect immediately.  All drawings should be
read together and in conjunction with relevant related specifications, room data sheets and all
other consultant's information.
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Roof Plan
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Lower Level Roof Plan
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