
1. THE BACKGROUND USED FOR THIS
DRAWING IS BASED ON AN EXISTING AS
INSTALLED PDF DRAWING INDICATING THE
GENERAL PLANT ROOM SERVICES LAYOUTS.
THE ACCURACY OF WHICH CANNOT BE
GUARANTEED. IT IS THE CONTRACTORS
RESPONSIBILITY TO UNDERTAKE A DETAILED
SURVEY OF ALL SERVICES PRIOR TO THE
REMOVAL OF ANY EXISTING SERVICES.

2. IT IS GENERALLY INTENDED THAT THE
EXISTING  LTHW HEATING, CHILLED WATER &
DOMESTIC HOT WATER SERVICES PLANT AND
EQUIPMENT WILL ALL BE REPLACED AS PART
OF THE CONTRACT WORKS FROM THE
POINTS OF CONNECTION TO THE EXISTING
PIPE WORK RISERS AT THEIR ENTRY/EXIT TO
THE ROOF PLANT ROOM.

3. IT IS GENERALLY INTENDED THAT THE
EXISTING MECHANICAL VENTILATION PLANT
AND EQUIPMENT WILL ALL BE RETAINED AS
PART OF THE CONTRACT WORKS FROM THE
POINTS OF CONNECTION TO THE EXISTING
DUCTWORK RISERS AT THEIR ENTRY/EXIT TO
THE ROOF PLANT ROOM WITH THE
EXCEPTION OF THE REPLACEMENT OF
INDIVIDUAL COMPONENTS WITHIN AIR
HANDLING UNITS INCLUDING FILTERS, FANS,
HEATING AND COOLING COILS ETC.

4. IT IS GENERALLY INTENDED THAT THE
EXISTING DOMESTIC COLD WATER PLANT
AND EQUIPMENT WILL ALL BE RETAINED AS
PART OF THE CONTRACT WORKS WITH THE
EXCEPTION OF MINOR MODIFICATION TO THE
PIPE WORK ARRANGEMENT 6IT IS
GENERALLY INTENDED THAT THE EXISTING
BMS/MCC/CONTROLS EQUIPMENT AND
INSTALLATION WILL ALL BE REPLACED AS
PART OF THE CONTRACT WORKS TO SUIT
THE NEW EQUIPMENT AND PLANT ROOM
LAYOUTS.

5. GENERALLY THE LOCATION OF THE NEW
PRIMARY EQUIPMENT IS TO BE SIMILAR TO
THE EXISTING HOWEVER THE CONTRACTOR
SHALL BE RESPONSIBLE FOR DEVELOPING
THE PLANT ROOM LAYOUT OF ALL ANCILLARY
EQUIPMENT, INCLUDING VALVES, FITTINGS
ETC, TO ACHIEVE THE BEST POSSIBLE
LAYOUT FOR SERVICING & MAINTENANCE
PURPOSES. THE CONFIGURATION AND
LAYOUT OF THE PLANT & EQUIPMENT TO BE
AS SHOWN ON THE SCHEMATIC
ARRANGEMENT DRAWING.

LEGEND

HEATING AND COOLING - PINK

MECHANICAL VENTILATION - GREEN

DOMESTIC HOT & COLD WATER - BLUE

BMS/CONTROLS - YELLOW
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Issue/Revision

Existing Humidifier
with associated pipe
work connections to be
disconnected and
removed.

Existing 50 Chilled Water F & R to be
disconnected, removed  and replaced
with new installation to new Cooling Coil
within AHU

Existing 100 Chilled Water  F & R  to be disconnected,
removed  and replaced with new installation up to
point of exit from Boiler Room. Existing 100 Chilled
Water  F & R T/B to be retained

Existing 100 Chilled water  F & R pipework between  Existing Chiller and
Chilled Water Pump set and ancillary equipment to be disconnected, removed
and replaced with new installation

Existing Mechanical
Services MCC/
Control panel to be
disconnected,
removed  and
replaced with new
installation

Existing 50 Chilled Water  F & R
to be disconnected, removed  and
replaced with new installation up to
point of exit from Boiler Room.
Existing 100 Chilled Water  F & R
T/B to be retained

Existing 65 VT
Heating F & R  to be
disconnected,
removed  and
replaced with new
installation up to point
of exit from boiler
room Existing 32 CT
Heating F & R T/B to
be retained .

Existing 50 Gas F/B
with solenoid valve at
L/L to be retained.
Existing 50 Gas to
existing equipment to
be disconnected and
removed. New Gas to
be extended to new
Water Heater &
LTHW Heating
Boilers

Existing 32 CT
Heating F & R to be
disconnected,
removed  and
replaced with new
installation up to point
of exit from  boiler
room. Existing 32 CT
Heating F & R T/B to
be retained

Existing 32 SVP F/B
T/A  to be retained

Existing 35 X 28
HWS F&R  to be
disconnected,
removed  and
replaced with new
installation up to point
of exit from  boiler
room. Existing  35 X
28 HWS F&R to be
retained

Grille

Existing 50 CT Heating F & R
to be disconnected, removed
and replaced with new
installation to new CT
Heating Coil within AHU.

Existing  Chiller to be
disconnected,
removed  and
replaced with new
unit

Existing 100 Chilled water F&R
pipework between  Existing
Chiller and Chilled Water Pump
set  to be disconnected,
removed  and
replaced with new installation

Rev. Date Description Drn/Chk/Apr
PT1 10/06/22 Pre Tender Issue DR/LH/BD
T1 23/06/22 Tender Issue DR/LH/BD


