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DRAWINGS FOR NEW M&E SERVICES PROVISION.

600 generally

PLAN VIEW

1

PLAN VIEW

FIXINGS FOR SERVICES

4 SECTION
SCALE: NTS

FIXING HEIGHT BOTTOM LINE OF OUTLET BOX

ELECTRICAL OUTLET BOXES MUST NOT BE
MOUNTED BACK-TO-BACK IN FIRE WALLS AND
ACOUSTIC RATED WALLS

3 OUTLET BOXES
SCALE: NTS

72 mm CHANNEL (72 C 50) RECEIVING
FIXING OF SOCKET BOX-TAB AND BEND
LEGS OF CHANNEL AND FIXED TO METAL
STUDS WITH WAFER HEAD SCREWS

FIRE BATT INSULATION FOR FIRE RATED WALL

PLAN VIEW
SERVICE PIPE WITH FIXING BRACKET

2 SERVICE PIPE FIXED WITH BRACKET
SCALE: NTS

SERVICE PIPE OR CONDUIT
SCALE: NTS

19mm PLYWOOD FIXED TO
SUPPORT METAL GROUND

MEDIUM WEIGHT LOADING

SERVICE PIPE OR CONDUIT FIXED
WITH CLIP

SAWN SOFTWOOD INSERT FIXED TO
STUD 150 mm LENGTHS

FOR DETAILS 3 & 4

SEALANT SHOULD BE USED AROUND
ALL OUTLETS IN SOUND ATTENUATING WALLS

SUITABLE FOR ALL PIPES
UP TO 40mm Ø

VARIES

50 x 50mm STEEL ANGLE (BY OTHERS) SUPPORTING SERVICES-FIXED
TO METAL STUDS IN PARTITION

50 mm THICK INSULATION (16 kg/m3)

15mm SOUNDSHIELD PLASTERBOARD
TO FULL HEIGHT

50 mm PRE-COATED MINERAL
FIBRE BATT NULLIFIRE SYSTEM B735
EDGES SEALED WITH INTUMESCENT MASTIC
NULLIFIRE SYSTEM B721 OR SIMILAR APPROVED FIRE COLLARS NEEDED FOR PIPES

GREATER THAN 40mmØ PLASTERBOARD PATTRESS

KNAUF PREMIUM 90
OR INTUMESCENT MASTIC

D

KNAUF DRYWALL SCREWS
@ 300mm CENTRES

15MM SOUNDSHIELD
BOARD TO FULL HEIGHT

INSULATION WRAPPED AROUND DUCT

'C' SECTION TO BE LENGTH
OF DUCT FOR RIGIDITY

12 mm MDF BOARD FIXED WITH
BRASS CUPS + SCREWS
TO SOFTWOOD SUB- FRAME.
LOWER EDGE OF PANEL TO LINE UP
WITH TOP OF SKIRTING.
MIN. SIZE OF PANEL 150 X 150 mm

PLASTERBOARD PATTRESS

KNAUF PREMIUM 90
OR INTUMESCENT MASTIC

F

CABLE TRAY

15mm SOUNDSHIELD PLASTERBOARD
TO FULL HEIGHT

150x50mm CABLE TRUNKING

H PLAN OF CABLE TRAY
SCALE: NTS

J TRAYWORK
SCALE: NTS

PIPE ENCLOSURES & PENETRATIONS

PLASTERBOARD PATTRESS

KNAUF PREMIUM 90
OR INTUMESCENT MASTIC

ELECTRICAL WIRING

PLASTERBOARD PATTRESS

KNAUF PREMIUM 90
OR INTUMESCENT MASTIC

15mm SOUNDSHIELD PLASTERBOARD
TO FULL HEIGHT

ELECTRICAL CABLE

ROCKWOOL INSULATION INTERNALLY FOR SOUND
INTEGRITY. FILL AS REQUIRED
50 mm THICK INSULATION (16 kg/m3)

15MM SOUNDSHIELD
BOARD TO FULL HEIGHT

SQUARE/RECTANGULAR DUCT

25kg/m MIN MINERAL WOOL
KNAUF 'C' STUDS & 'U' CHANNELS
FORM AN OPENING FOR THE DUCT

SERVICES PENETRATION PLAN (MULTIPLE/GROUPED PIPES)
SCALE: 1:5 E PIPE PENETRATION

SCALE: NTS
FIRE RATING AS INDICATED
ON DRAWINGS.

DAMPER PENETRATION SECTION
SCALE: NTS

G ACCESS PANEL PLAN
SCALE: NTS

KNAUF PREMIUM 90
OR INTUMESCENT MASTIC
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